PRODUCT SPECIFICATIONS

QM203

QualiMark™ Supreme Wax/Resin Ribbons

QM203 delivers increased image durability on a wide variety of label and tag
materials. Along with superior abrasion resistance, QM203 also provides excellent
print darkness and high-definition characters and images on papers, synthetic
papers and certain films. QM203 also features DPM’s unique SlickStream
Backcoating Technology™ — a proprietary, silky-smooth, low-energy, anti-static
backcoating technology designed to extend the life of your valuable printheads.

RIBBON SPECIFICATIONS
INK TYPE WAX/RESIN
COLOR BLACK
CARRIER POLYESTER FILM
BACKCOATING SILICON BASE
BASE FILM THICKNESS 4.6+0.1 MICROMETER
INK THICKNESS 2.0+0.2 MICROMETER
TOTAL THICKNESS 7.1+£0.2 MICROMETER
INK MELTING POINT 67°C (152.6°F)
PRINT DENSITY >1.2 DENSITOMETER

PERFORMANCE CHARACTERISTIC RATINGS

CHARACTERISTIC RATING: LOW (1) TO HIGH (5)

LABEL ADAPTIBILITY

SOLVENT RESISTANCE

HEAT RESISTANCE

ABRASION RESISTANCE

PRINT SENSITIVITY
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